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Y 3 THREE-PHASE ASYNCHRONOUS MOTOR 

General introduct ion 

Y3 series three-phase asynchronous motors, developed with new techniques. 

Y3 series motors are def ined as total ly enc losed, fan cooled, squirrel cage type and noted 

fo r the i r novel des ign, beaut i fu l mode l , compac t s t ruc tu red , low noise, high ef f ic iency, large 

torque, excel lent s tar t ing per formance, easy serv ing, etc.The motors are adopted with F class 

insulat ion and designed with assessing method for insulat ion system according to internat ional 

pract ice, it enhances greatly have reached an internat ional advanced level of the same kind of 

products at the initial days of the 90s. 

Y3 series motors can be widely used as driving equipments of various machineries, such as 

machine tools, b lowers, pumps, compressors, t ransporters, agricul tural andfood processing. 

Pedestal instal lat ion size and centre height and other indexes of the motor completely measured 

by Y3 series three-phase asynchronous motor. 

Operat ing condi t ions 

Ambien t t empera tu re : -15°C~40°C A l t i tude : A l t i tude shou ld be h igher than 1000 metres above sea leve l . 

Rated vo l tage : 380V, 400V, 415V, 440V. Rated f requency : 50Hz ,60Hz . Connec t i on : Y S ta r -connec t ion for 

3kw or less whe reas and de l ta -connec t i on . Du ty /Ra t ing : Con t inuous ( S 1 ) . 

Insu la t ion c lass : F, the tempera tu re r ise of the s ta tor w ind ing is exam ined at 80K 

(by res is tance me thod ) . Protection class: IP55. 

Coo l ing me thod : IC411 . 
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TECHNICAL DATA OF Y3 SERIES 

Full load current 
at rated voltage 

Director! Diect on Direct on M m „ . , _ „ _ 
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LRT LRA BDT Noise 
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1 Y3-80M1-2 1.77 1.74 1.68 0.75 1 2840 75.0 0.83 2.2 6.1 2.3 67 16 0.75 

2 Y3-80M2-2 2.61 2.48 2.39 1.1 1.5 2840 76.2 0.84 2.2 6.9 2.3 67 17 0.9 

3 Y3-90S-2 3.46 3.28 3.16 1.5 2 2850 78.5 0.84 2.2 7.0 2.3 72 20 1.2 

4 Y3-90L-2 4.85 4.61 4.45 2.2 3 2855 81.0 0.85 2.2 7.0 2.3 72 \3 1.4 

5 Y3-100L-2 6.34 6.03 5.81 3 4 2860 82.6 0.87 2.2 7.5 2.3 76 30 2.9 

6 Y3-112M-2 8.2 7.79 7.51 4 5.5 2880 84.2 0.88 2.2 7.5 2.3 77 41 5.5 

7 Y3-132S1-2 11.1 10.53 10.15 5.5 7.5 2900 85.7 0.88 2.2 7.5 2.3 80 57.5 10.9 

8 Y3-132S2-2 14.9 14.1 13.6 7.5 10 2900 87.0 0.88 2.2 7.5 2.3 80 60.5 12.6' 

9 Y3-160M1-2 21.2 20.2 19.5 11 15 2930 88.4 0.89 2.2 7.5 2.3 86 107 37.7 

10 Y3-160M2-2 28.6 27.2 26.2 15 20 2930 89.4 0.89 2.2 7.5 2.3 86 114 49.9 

11 Y3-160L-2 34.7 33.0 31.8 18.5 25 2930 90.0 0.90 2.2 7.5 2.3 86 133 55 

12 Y3-180M-2 41 39.0 37.6 22 30 2940 90.5 0.90 2.0 7.5 2.3 89 165 75 

13 Y3-200L1-2 55.4 52.6 50.7 30 40 2950 91.4 0.90 2.0 7.5 2.3 92 218 124 

14 Y3-200L2-2 67.9 64.5 62.2 37 50 2950 92.0 0.90 2.0 7.5 2.3 92 230 139 

15 Y3-225M-2 82.1 78.0 75.2 45 60 2960 92.5 0.90 2.0 7.5 2.3 92 290 233 

16 Y3-250M-2 100 94.8 91.4 55 75 2970 93.0 0.90 2.0 7.5 2.3 93 359 312 

17 Y3-280S-2 135 129 124 75 100 2975 93.6 0.90 2.0 7.0 2.3 94 475 579 

18 Y3-280M-2 160 152 147 90 125 2975 93.9 0.91 2.0 7.1 2.3 94 510 675 

19 Y3-315S-2 195 186 179 110 1 50 2975 94.0 0.91 1.8 7.1 2.2 96 875 1180 

20 Y3-315M-2 233 222 214 132 180 2975 94.5 0.91 1.8 7.1 2.2 96 963 1820 

21 Y3-315L1-2 279 265 256 160 220 2975 94.6 0.92 1.8 7.1 2.2 99 1010 2080 

22 Y3-315L2-2 348 331 319 200 270 2975 94.8 0.92 1.8 7.1 2.2 99 1138 2380 

23 Y3-355M-2 433 412 397 250 340 2980 95.2 0.92 1.6 7.1 2.2 103 1900 3000 

24 Y3-355L-2 545 518 499 315 430 2980 95.4 0.92 1.6 7.1 2.2 103 2300 3500 
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TECHNICAL DATA OF Y3 SERIES 

1 Y3 - 8 0M1 - 4 1.57 1.49 1.44 0.55 0.75 1390 71 0.75 2.4 5.2 2.3 58 15 1.8 

? Y3 -80M2 -4 2.05 1.95 1.88 0.75 1 1380 73 0.76 2.3 6.0 2.3 58 1 5.5 2.1 

3 Y3 -90S -4 2.85 2.71 2.61 1.1 1.5 1390 76.2 0.77 2.3 6.0 2.3 61 19 2.3 

4 Y3 -90L -4 3.72 3.54 3.41 1.5 2 1400 78.5 0.78 2.3 6.0 2.3 61 23 2.7 

5 Y3 -100L1 -4 5.09 4.90 4.72 2.2 3 1410 80 0.81 2.3 7.0 2.3 64 29 5.4 

6 Y3-100L2-4 6.78 6.39 6.16 3 4 1410 82.6 0.82 2.3 7.0 2.3 64 31 6.7 

7 Y3 - 112M -4 8.8 8.36 8.06 4 5.5 1435 84.2 0.82 2.3 7.0 2.3 65 42 9.5 

8 Y3-132S-4 1 1.7 11.2 10.8 5.5 7.5 1440 85.7 0.83 2.3 7.0 2.3 71 63.5 21.4 

9 Y3 - 1 32M - 4 15.6 14.8 14.3 7.5 10 1450 87 0.84 2.3 7.0 2.3 71 72 29.6 

10 Y3 - 160M -4 22.5 21.4 20.6 11 15 1460 88.4 0.84 2.2 7.0 2.3 75 110 74.7 

11 Y3 -160L -4 30 28.5 27.5 15 20 1460 89.4 0.85 2.2 7.5 2.3 75 129 91.8 

12 Y3 - 180M -4 36.3 34.5 33.3 18.5 25 1470 90 0.86 2.2 7.5 2.3 76 160 139 

13 Y3 -180L -4 43.2 40.8 39.3 22 30 1470 90.5 0.86 2.2 7.5 2.3 76 178 158 

14 Y3 -200L -4 57.6 55.1 53.1 30 40 1470 91.4 0.86 2.2 7.2 2.3 79 228 262. 

15 Y3 -225S-4 70.2 66.7 64.3 37 50 1475 92 0.87 2.2 7.2 2.3 81 288 406 

16 Y3 - 225M -4 84.9 80.7 77.8 45 60 1475 92.5 0.87 2.2 7.2 2.3 81 313 469 

17 Y3 - 250M -4 103 98.1 94.6 55 75 1480 93 0.87 2.2 7.2 2.3 83 376 660 

18 Y3-280S-4 138.3 131 127 75 100 1480 93.6 0.88 2.2 6.8 2.3 86 508 1120 

19 Y3 - 280M -4 165 157 152 90 125 1480 93.9 0.88 2.2 6.8 2.3 86 581 1640 

20 Y3-315S-4 201 191 184 110 150 1480 94.5 0.88 2.1 6.9 2.2 93 846 3100 

21 Y3 - 315M -4 240 228 220 132 180 1480 94.8 0.88 2.1 6.9 2.2 93 940 3620 

22 Y3-315L1-4 288 273 264 160 220 1480 94.9 0.89 2.1 6.9 2.2 97 1044 4130 

23 Y3-315L2-4 360 342 329 200 270 1480 94.9 0.89 2.1 6.9 2.2 97 1162 4730 

24 Y3 - 355M -4 443 421 406 250 340 1490 95.2 0.90 2.1 6.9 2.2 101 1700 6500 

25 Y3 -355L -4 559 531 51 1 315 430 1490 95.2 0.90 2.1 6.9 2.2 101 1900 8200 
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1 Y3-80M1-6 1.3 1.23 1.19 0.37 0.5 880 62 0.70 1.9 4.7 2.0 54 15 1.6 
2 Y3-80M2-6 1.8 1 .70 1.64 0.55 0.75 880 65 0.72 1.9 4.7 2.1 54 16 1.9 
3 Y3-90S-6 2.29 2.18 2.10 0.75 1 905 69 0.72 2.0 5.3 2.1 57 20 2.9 
4 Y3-90L-6 3.18 3.02 2.91 1.1 1.5 905 72 0.73 2.0 5.5 2.1 57 23 3.5 
5 Y3-100L-6 4 3.80 3.66 1.5 2 920 76 0.75 2.0 5.5 2.1 61 29 6.9 
6 Y3-112M-6 5.6 5.29 5.10 2.2 3 935 79 0.76 2.0 6.5 2.1 65 41 14 
7 Y3-132S-6 7.4 7.03 6.78 3 4 960 81 0.76 2.1 6.5 2.1 69 59 28.6 
8 Y3-132M1-6 9.75 9.26 8.93 4 5.5 960 82 0.76 2.1 6.5 2.1 69 66 35.7 
9 Y3-132M2-6 12.9 12.3 1 1.8 5.5 7.5 960 84 0.77 2.1 6.5 2.1 69 76.5 44.9 
10 Y3-160M-6 17.2 16.3 15.8 7.5 10 970 86 0.77 2.0 6.5 2.1 73 106 81 
11 Y3-160L-6 24.5 23.3 22.4 11 15 970 87.5 0.78 2.0 6.5 2.1 73 122 116 
12 Y3-180L-6 31 .6 30.0 28.9 15 20 970 89 0.81 2.0 7.0 2.1 73 167 207 
13 Y3-200L1-6 38.6 36.6 35.3 18.5 25 980 90 0.81 2.1 7 2.1 76 236 315 
14 Y3-200L2-6 44.7 42.5 41.0 22 30 980 90 0.83 2.0 7 2.1 76 247 360 
15 Y3-225M-6 59.3 56.3 54.3 30 40 980 91.5 0.84 2.0 7 2.1 76 287 547 
16 Y3-250M-6 71 67.5 65.1 37 50 980 92 0.86 2.1 7 2.1 78 355 843 
17 Y3-280S-6 86 81.7 78.1 45 60 980 92.5 0.86 2.1 7 2 80 444 1390 
18 Y3-280M-6 104 99.5 95.9 55 75 980 92.8 0.86 2.1 7 2 80 498 1650 
19 Y3-315S-6 142 135 130 75 100 985 93.5 0.86 2.0 6.7 2 85 859 4110 
20 Y3-315M-6 169 161 155 90 1 25 985 93.8 0.86 2.0 6.7 2 85 950 4780 
21 Y3-315L1-6 207 196 189 110 150 985 94 0.86 2.0 6.7 2 85 1031 5450 
22 Y3-315L2-6 245 232 224 132 180 985 94.2 0.87 2.0 6.7 2 85 1107 6120 

23 Y3-355M1-6 292 278 268 160 220 990 94.5 0.88 1.9 6.7 2 92 1550 9500 
24 Y3-355M2-6 365 347 335 200 270 990 94.5 0.88 1.9 6.7 2 92 .1600 10400 
25 Y3-355L-6 457 434 418 250 340 990 94.5 0.88 1.9 6.7 2 92 1700 12400 
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TECHNICAL DATA OF Y3 SERIES 

Full load current 

at rated voltage 
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1 Y3-

2 Y3-

3 Y3-

Y3-

5 Y3-

6 Y3-

7 Y3-

8 Y3-

9 Y3-

10 Y3-

11 Y3-

12 Y3-

13 Y3-

14 Y3-

15 Y3-

16 Y3-

17 Y3-

18 Y3-

19 Y3-

20 Y3-

21 Y3-

22 Y 3 -

23 Y3-

24 Y3-

100L1-10 

100L2-10 

112M1-10 

112M2-10 

132S-10 

132M-10 

160M1-10 

160M2-10 

180M-10 

180L-10 

200L1-10 

200L2-10 

225M1-10 

250M2-10 

280S-10 

280M1-10 

280M2-10 

315S-10 

315M-10 

315L1-10 

315L2-10 

355M1-10 

355M2-10 

355L-10 

1.33 

1.89 

2.50 

3.30 

4.40 

5.70 

7.7 

10.2 

12.2 

16.2 

20.6 

30.0 

39.2 

48.1 

49.9 

67.7 

83.5 

100 

121 

162 

191 

230 

275 

334 

1.26 

I. 80 

2.37 

3.12 

4.20 

5.50 

7.3 

9.7 

I I . 5 

15.4 

19.5 

28.5 

37.2 

45.7 

47.4 

64.3 

79.3 

95 

115 

154 

181 

218 

261 

317 

1.22 0.25 0.34 

I. 73 0.37 0.5 

2.29 0.55 0.75 

3.01 0.75 1 

4.00 1.1 1.5 

5.20 1.5 2 

7.1 2.2 3 

9.4 3 4 

I I . 1 4 5.5 

14.9 5.5 7.5 

18.8 7.5 10 

27.5 11 15 

35.9 15 20 

44.1 18.5 25 

45.7 22 30 

62.0 30 40 

76.5 37 50 

91 45 60 

1 1 1 55 75 

148 75 100 

175 90 125 

211 110 150 

252 132 180 

305 160 220 

530 

530 

540 

540 

550 

565 

575 

575 

580 

580 

580 

580 

580 

580 

585 

585 

585 

590 

590 

590 

590 

590 

590 

590 

55.0 

56.0 

62.0 

63.0 

69.0 

71.0 

76.0 

77.0 

82.0 

83.0 

84.0 

84.5 

85.5 

86.0 

90.5 

91.0 

91.0 

91.5 

92.0 

92.5 

93.0 

93.2 

93.5 

93.5 

0.52 

0.53 

0.54 

0.55 

0.55 

0.56 

0.57 

0.58 

0.61 

0.62 

0.66 

0.66 

0.68 

0.68 

0.74 

0.74 

0.74 

0.75 

0.75 

0.76 

0.77 

0.78 

0.78 

0.78 

1.2 

1.2 

1.2 

1.2 

1 .2 

1.2 

1.3 

1.3 

1.3 

1.3 

1.3 

1.3 

1.3 

1.3 

1 .5 

1.5 

1.5 

1.5 

1.5 

1.5 

1 .5 

1.5 

1.5 

1.5 

3.2 

3.2 

3.4 

3.4 

3.6 

3.6 

4.0 

4.0 

4 . 0 

4.0 

4 .5 

4.5 

4 .5 

4.5 

5.2 

5.2 

5.2 

6.2 

6.2 

5.8 

5.9 

6.0 

6.0 

6.0 

1.7 

1.7 

1 .7 

1.7 

1.7 

1.7 

1.8 

1.8 

1.8 

1.8 

1.8 

1.8 

1.8 

1.8 

2.0 

2.0 

2.0 

2.0 

2.0 

2.0 

2.0 

2.0 

2.0 

2.0 

59 

59 

61 

61 

64 

64 

68 

68 

70 

70 

73 

73 

73 

73 

76 

76 

76 

82 

82 

82 

82 

90 

90 

90 

27.4 

4 4 . 2 

104. 

2 2 7 

548.9 

932.4 

1844.7 

2157.7 

5355.2 

6238.4 

7121.7 

8083. 

11515.4 

13751.4 

17 




